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IPv6 Tunnel Service Activation Information

The following information should be requested by both potential IPv6 peers and customers to enable Level3 to activate an IPv6 tunnel to them:
1) REQUIRED INFORMATION:
The following information is required and should be completed as fully as possible.

1.01) ORGANISATION NAME:




_________________
1.02) AS NUMBER:





_________________
1.03) PEER TYPE: 





PEER / CUSTOMER

1.04) CUSTOMER REFERENCE (IF APPLICABLE):


_________________
1.05) TUNNEL IPv4 SOURCE ADDRESS:



_________________
1.06) TUNNEL IDENTIFIER (IF APPLICABLE):


_________________

1.07) TUNNEL SOURCE NODE FQDN:



_________________
1.08) GEOGRAPHICAL LOCATION OF IPv4 SOURCE ADDRESS:



UK






_____


ELSEWHERE IN EUROPE




_____


NORTH AMERICA




_____


ASIA






_____


AFRICA






_____


AUSTRALASIA





_____


ELSEWHERE (DETAIL)




_____   ________________
1.09) BGP VERSION





_____
1.10) IPv6 CONTACT NAME:




_________________
1.11) IPv6 CONTACT EMAIL:




_________________
1.12) IPv6 CONTACT PHONE:




_________________
1.13) REQUESTED ROUTES (TICK ALL THAT APPLY):


IPv6 LEVEL3 DIRECT ALLOCATIONS ONLY


_____

IPv6 LEVEL3 CUSTOMER PREFIXES


_____

IPv6 LEVEL3 PEERS




_____


IPv6 FULL TABLE




_____

IPv6 DEFAULT





_____

NONE






_____
1.14) DO YOU REQUIRE AN IPv6 ADDRESS ALLOCATION:

YES / NO

1.15) REQUESTED SERVICE ACTIVATION DATE:


__________________

1.16) REQUESTED LEVEL3 TERMINATION LOCATION:

LONDON / AMSTERDAM
1.17) NOTES: _________________________________________
                        _________________________________________

                        _________________________________________

2) RECOMMENDED INFORMATION
The following information is recommended to enable a better peering.

2.01) IPv6 PREFIXES ALLOCATED:




_________________





_________________
_________________





_________________
_________________
2.02) (APPROX) NUMBER OF TOTAL IPv6 ANNOUNCEMENTS:
_________________
2.03) IPv6 MACRO (IF APPLICABLE):



_________________
2.04) IPv6 STATUS IN YOUR NETWORK:


EXPERIMENTAL





_____


ALPHA






_____


BETA






_____


FULL PRODUCTION




_____

2.05) DO YOU HAVE AN IPv6 AWARE NOC?



YES / NO

2.06) IF YES, PLEASE PROVIDE NOC CONTACT DETAILS

_______________________________________

2.06) ESTIMATED LEVEL OF IPv6 TRAFFIC IN AND OUT

__________ Mbps IN   __________ Mbps OUT 

2.07) NOTES: _________________________________________

                        _________________________________________

                        _________________________________________

3) OPTIONAL USEFUL INFORMATION:
The following information is useful in enablingLevel3 to provide better IPv6 services and support.

3.01) ROUTER VENDOR:





_________________
3.02) ROUTER MODEL:





_________________
3.03) CODE VERSION:





_________________
3.04) NOTES: _________________________________________

                        _________________________________________

                        _________________________________________

DATE: 




________________________________________

NAME OF PERSON COMPLETING FORM:
________________________________________
IPv6 Tunnel Service Activation Information – Guidance Notes

GENERAL NOTES:

· Please complete this form by setting your ‘insert’ mode to ‘overwrite’ and responding to each question on the right hand side.
· Level3 will provide the IPv6 addressing for the tunnel once we have received and approved this completed form.
· BGP peerings will use the IPv6 addresses which we will provide.

· Forms should be completed on a “one tunnel per form” basis.  It is expected that tunnels should be activated in pairs for resilience.
· Completed forms should be emailed to dl-ipv6-support@level3.com.
· Completed forms can also be faxed to +44 207 954 2925, marked “FAO IPv6 Engineering”.  If you do this, please send a notification email to dl-ipv6-support@level3.com as well.

· Upon receiving and approving the completed form, Level3 will provide all the required information to configure your end of the tunnel.
1) REQUIRED INFORMATION:

This section must be completed as fully as possible as it contains the information we need to be able to configure a tunnel to your equipment.  If this section is not completed adequately, we may not configure a tunnel, or the tunnel may not work correctly.

1.01) ORGANISATION NAME:

Please enter the full name of your organization here.

1.02) AS NUMBER:

Please enter the Autonomous System (AS) number you will use for BGP peering.

1.03) PEER TYPE:

Please indicate whether you are a customer or a peer of Level3.  This will be used to determine appropriate filtering on the peering.

1.04) CUSTOMER REFERENCE (IF APPLICABLE):

If you are a customer of Level3, please indicate your unique customer reference here.  This will help Level3 to support your services more efficiently.

1.05) TUNNEL IPv4 SOURCE ADDRESS:

Please enter the IPv4 address that you will use as the source address of the tunnel.

1.06) TUNNEL IDENTIFIER (IF APPLICABLE):

Please enter any identifier that you have for this tunnel connection.  We will ensure that, if you provide this, the information is on the description on our tunnel interface.  This will help Level3to support the tunnel more efficiently.  This is especially important if you intend to have more than one tunnel connection to us.

1.07) TUNNEL SOURCE NODE FQDN:

Please enter the fully qualified domain name of the node that you will use as the source of the tunnel.  Please ensure this name resolves to a correct IP address so we can monitor and support the tunnel more efficiently.
1.08) GEOGRAPHICAL LOCATION OF IPv4 SOURCE ADDRESS:


Please tick the relevant location of your end of the tunnel.  This information helps Level3determine the expected latency of a tunnel and associated problems with long distance tunnels.

1.09) BGP VERSION:
Please indicate the version of BGP you will run for the peering.  Version 4 is expected to be the norm.
1.10) IPv6 CONTACT NAME:
Please provide an IPv6 contact name for your organization.  This can either be an individual, role or group.  This information is essential in aiding Level3to support the tunnel, and will also be used for change/maintenance notifications.

1.11) IPv6 CONTACT EMAIL:
Please provide the email address of the individual, role or group detailed in 1.10.

1.12) IPv6 CONTACT PHONE:

If at all possible, please provide a telephone number we can use to contact the individual, role or group detailed in 1.10.  This will only be used on a Monday to Friday, 9am to 5pm basis.

1.13) REQUESTED ROUTES (TICK ALL THAT APPLY):

Please indicate your preference as to which IPv6 routes you wish to receive from Level3.  Please tick all that apply.

1.14) DO YOU REQUIRE AN IPv6 ADDRESS ALLOCATION:

Please indicate if you require Level3 to provide you with an IPv6 address allocation.  Allocations will be a /48 unless otherwise requested.

1.15) REQUESTED SERVICE ACTIVATION DATE:

Please indicate when you would like this tunnel activating.  This will enable Level3 to configure our end of the tunnel and peering in time.

1.16) REQUESTED LEVEL3 TERMINATION LOCATION:

Please select which Level3 location you wish the tunnel to terminate at.  Please only indicate one destination per form.
1.17) NOTES:
Please use this section to add any additional notes you feel would be useful in setting up and supporting the tunnel connection.

2) RECOMMENDED INFORMATION

This section contains information that would be useful in setting up and supporting the tunnel connection, but does not need to be completed fully.  Completing information in this section will enable Level3 to configure settings on the tunnel and associated peering more appropriately.
2.01) IPv6 PREFIXES ALLOCATED:
Please list the IPv6 prefixes which you have been allocated.  Please note that these prefixes must not be longer than a /48.  Normally these allocations will be a /32, /34 or a /35.

2.02) (APPROX) NUMBER OF TOTAL IPv6 ANNOUNCEMENTS:
Please indicate the approximate number of IPv6 route announcements you expect to make to Level3.  This will enable Level3 to configure a suitable maximum setting on your peering session.

2.03) IPv6 MACRO (IF APPLICABLE):
If you have a suitable IPv6 routing registry macro, please enter it here.  This will enable Level3 to configure BGP settings and filters accordingly

2.04) IPv6 STATUS IN YOUR NETWORK:

Please indicate the status of IPv6 in your network.  This will enable Level3 to determine the expected stability of your tunnel and associated peering and also enable Level3 to provide more suitable levels of maintenance/work notifications to yourselves.

2.05) DO YOU HAVE AN IPv6 AWARE NOC?

Please indicate whether you have a Network Operations Centre which is IPv6 aware.

2.06) IF YES, PLEASE PROVIDE NOC CONTACT DETAILS
Please provide any possible contact details for your NOC if it is IPv6 aware.  This will enable us to communicate directly with your NOC in the even of any serious issues associated with the tunnel connection or associated peering.

2.06) ESTIMATED LEVEL OF IPv6 TRAFFIC IN AND OUT
Please indicate the estimated level of IPv6 traffic you would expect to see on this tunnel.  This figure need only be approximate and will be used to provide suitable termination equipment and bandwidth.

2.07) NOTES:

Please use this section to add any additional notes you feel would be useful in setting up and supporting the tunnel connection.

3) OPTIONAL USEFUL INFORMATION:

This section contains information which would be useful in providing support for the tunnel connection and associate peering.
3.01) ROUTER VENDOR:

Please indicate the vendor of the node which you will use to terminate the tunnel connection.

3.02) ROUTER MODEL:
Please indicate the precise model of the node which you will use to terminate the tunnel connection.

3.03) CODE VERSION:
Please indicate the code version you are/expect to run on the node which you will use to terminate the tunnel connection.

3.04) NOTES:
Please use this section to add any additional notes you feel would be useful in setting up and supporting the tunnel connection.

At the bottom of the form, please indicate the name of the person completing the form and the date on which the form was completed.
IPv6 Tunnel Service Activation Information

The following information should be requested by both potential IPv6 peers and customers to enable Level3 to activate an IPv6 tunnel to them:

1) REQUIRED INFORMATION:
The following information is required and should be completed as fully as possible.

1.01) ORGANISATION NAME:




AN ISP INC_______
1.02) AS NUMBER:





12345____________
1.03) PEER TYPE: 





PEER / CUSTOMER

1.04) CUSTOMER REFERENCE (IF APPLICABLE):


BBBA123456_____
1.05) TUNNEL IPv4 SOURCE ADDRESS:



195.123.123.1_____

1.06) TUNNEL IDENTIFIER (IF APPLICABLE):


ANISPV6TL3001__
1.07) TUNNEL SOURCE NODE FQDN:



v61.ams.anisp.com_

1.08) GEOGRAPHICAL LOCATION OF IPv4 SOURCE ADDRESS:



UK






_____


ELSEWHERE IN EUROPE




___X_


NORTH AMERICA




_____


ASIA






_____


AFRICA






_____


AUSTRALASIA





_____


ELSEWHERE (DETAIL)




_____   ________________

1.09) BGP VERSION





__4__
1.10) IPv6 CONTACT NAME:




Mr John Smith_____
1.11) IPv6 CONTACT EMAIL:




JohnSmith@anisp.com
1.12) IPv6 CONTACT PHONE:




+44 1555 123 456_
1.13) REQUESTED ROUTES (TICK ALL THAT APPLY):


IPv6 LEVEL3 DIRECT ALLOCATIONS ONLY


_____


IPv6 LEVEL3 CUSTOMER PREFIXES


_____


IPv6 LEVEL3 PEERS



_____


IPv6 FULL TABLE




___X_


IPv6 DEFAULT





___X_

NONE






_____
1.14) DO YOU REQUIRE AN IPv6 ADDRESS ALLOCATION:

YES / NO
1.15) REQUESTED SERVICE ACTIVATION DATE:


__1st July 2005
1.16) REQUESTED LEVEL3 TERMINATION LOCATION:

LONDON / AMSTERDAM
1.17) NOTES: _Please ring when activating tunnel____________
                        _________________________________________

                        _________________________________________

2) RECOMMENDED INFORMATION
The following information is recommended to enable a better peering.

2.01) IPv6 PREFIXES ALLOCATED:




__2001:1234::/32_






_________________
_________________





_________________
_________________
2.02) (APPROX) NUMBER OF TOTAL IPv6 ANNOUNCEMENTS:
__1______________
2.03) IPv6 MACRO (IF APPLICABLE):



_________________
2.04) IPv6 STATUS IN YOUR NETWORK:


EXPERIMENTAL





_____


ALPHA






_____


BETA






___X_


FULL PRODUCTION




_____

2.05) DO YOU HAVE AN IPv6 AWARE NOC?



YES / NO

2.06) IF YES, PLEASE PROVIDE NOC CONTACT DETAILS

_noc@anisp.com +44 1555 123 123_______

2.06) ESTIMATED LEVEL OF IPv6 TRAFFIC IN AND OUT

____20____ Mbps IN   ___20_____ Mbps OUT 

2.07) NOTES: __More prefixes will be announce in 2006_______
                        _________________________________________

                        _________________________________________

3) OPTIONAL USEFUL INFORMATION:
The following information is useful in enablingLevel3 to provide better IPv6 services and support.

3.01) ROUTER VENDOR:





___Cisco_________
3.02) ROUTER MODEL:





___7206 VXR NPE300
3.03) CODE VERSION:





___12(2)26S______
3.04) NOTES: ___Router will be upgraded later this year to higher spec
                        _________________________________________

                        _________________________________________

DATE: 




__Mr John Smith_________________________

NAME OF PERSON COMPLETING FORM:
__13th May 2005_________________________
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